
 
   
 
 

 

 

CERTIFICATE NO.: CQC15001135994 

NAME AND ADDRESS OF THE APPLICANT 

Fujian Fushun Semiconductor Manufacturing Co., Ltd. 
Gaowang Rd 11 Cangshan Dist Fuzhou City Fujian Province 

NAME AND ADDRESS OF THE MANUFACTURER 

UNISONIC TECHNOLOGIES CO., LTD 
Xin Wu Lu , Wugu Dist., New Taipei City 

NAME AND ADDRESS OF THE FACTORY 

Fujian Fushun Semiconductor Manufacturing Co., Ltd. (V023142) 
Gaowang Rd 11 Cangshan Dist Fuzhou City Fujian Province 

PRODUCT NAME, MODEL AND SPECIFICATION 

Optocoupler 

See appendix(Altitude up to 5000m) 

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS 

GB 4943.1-2011;GB 8898-2011 

TYPE OF CERTIFICATION SCHEMES 

Type Testing of Product + Initial Factory Inspection + Follow up Factory Inspection 

This is to certify that the above mentioned product(s) complies with the requirements of certification 

rules of CQC11-471543-2015 . 

Valid from: Aug.14,2020        

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing 

certification body. 

Date of original issued: Nov.23,2015 
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CERTIFICATE NO.: CQC15001135994 PAPER: 

 

NOTE: This appendix is valid when used with the certificate. 

 

 

 

 

 

                        

 

型号 
内部爬电距离规

格（mm） 

外部爬电距离规格 

（mm） 

内部穿透距离（绝

缘 厚 度 ） 规 格

（mm） 

UPC817XY、UPC816XY、UPC814XY、

UPC815XY、UPC851XY、UPC852XY、

UPC610XY、UPC2501XY（XY 可以为 A-Z 

或者空白的随机组合，代表不同的销售客户，

差异不影响安全)； 

UPC10XXX（XXX 可以为 0-9，A-Z 或空白，

代表不同的销售客户，差异不影响安全） 

N/A ≥8.0mm ≥0.4 

进行了最高试验温度为 110℃的热循环试验,加强绝缘 
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